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1 DESIGNER NOTE:

1. SMALLER INTERSECTIONS:
THE PAVEMENT JOINTS NEED
TO BE ALIGNED, *

2. LARGER INTERSECTIONS (36 OR GREATER) OR
INTERSECTIONS WITH A SKEW (T0° OR LESS) ¢
THE PAVEMENT SEPERATION JOINT SHOULD BE
CONSIDERED.

3. IF ENGINEER IS UNABLE TO MATCH
JOINTS BETWEEN MAINLINE AND SIDE
STREET THE PAVEMENT SEPARATION JOINY
SHGULD BE CONMSIDERED.

4, AN ALTERNATIVE IS TG INCREASE THE
PAVEMENT TRICRNESSES BY Y5~ U3 mmi
FOR THE LENGTH OF THE AFFECTED PANELS
AT THE INTERSECTION.

5.FOR LARGE INTERSECTIONS (6 LANES
OR MOREF WHERE JOINTS CAN BE MATCHED,
USE 28 (25 DOWEL BARS INSTEAD OF =g 25
TIE BARS AT EDCE OF MAINLINE PAVEMENT
WHEN NG PAVEMENT SEPARATION JOINTS USED.
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FOR SKEWED OR LARGE INTERSECTIONS
WHERE JOINTS MAY NOT MATCH
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P pCC 5 e 12" (300 mmy AGGREGATE {. JOINT FILLER SHALL CONSIST OF & SHEET OF Y%~ (3 mm)
127 (300 mm — N . o . - - S Y SUBGRADE BITUMINOUS PREFORMED FIBER JOINT FILLER CONFORMING
AGGREGATE SUBGRADE N - - * * * ¢ - TO ARTICLE 105L03 OF THE STANDARD SPECIFICATIONS.
- 2 - ~
~ /” bl ‘/, 2. THE JOINT SHALL BE SEALED WITH A HOT POUR JOINT SEALER
" I CONFORMING TO ARTICLE 105002 OF THE STANDARD SPECIFICATIONS.
*4 {%20) BARS @ — / LA A \\/ VINT 7 N 7 7AV7 T AN T NIV T 3. A SINGLE LAYER OF FELT ROOFING PAFER SHALL SERVE AS A
1-0" {300 mm} C-C BOTHWAYS™ 4 FT. U2 - BOND BREAKER,
- ~ 4. JOINT SHALL CONTINUE THROUGH COMBINATION CURE & GUTTER OR
N PCC SHULLDER,
UNDISTURBED SOIL OR 4% § GRANULAR SUI TYPE
DISTURBED SOIL 0R 47 (100 mn} GRATULAR SUBBASE TYPE B 5. PAVEMENT SEPARATION JOINT IS TO BE PAID FOR AS “SLEEPER SLAB" AND ILLINOIS DEPARTMENT OF TRANSPORTATION
& IS TO BE MEASURED 1% PLACE BY THE LINEAL FOOT. ‘
¥
i 6. BOND EREAKER AND V4" (3 mms JOINT AND FILLER SHALL VISIONS DETAIL OF PAVEMENT SEPARATION
§ PROPOSED SECTION A-A BE INCIDENTAL TO THE PAY ITEM "SLEEPER SLAB". NAKE BATE JOINT FOR JOINTED PCC
PAVEMENTS AT
: H INTERSECTIONS
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